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Abstract 
The as-built and tested passive night-sky radiation 
cooling/heating system considered in this investiga-
tion consists of a radiation panel, a cold water stor-
age tank, a hot water storage tank, a room and the 
interconnecting pipework. The stored cold water can 
be used to cool a room during the day, particularly 
in summer. A theoretical time-dependent thermal 
performance model was also developed and com-
pared with the experimental results and it is shown 
that the theoretical simulation model captures the 
experimental system performance to within a rea-
sonable degree of accuracy. A natural circulation ex-
perimental set-up was constructed and subsequently 
used to show that under local (Stellenbosch, South 
Africa) conditions the typical heat-removal rate from 
the water in the tank is 55 W/m2 of radiating panel 
during the night; during the day the water in the hot 
water-storage tank was heated from 24 °C to 62 °C 
at a rate of 96 W/m2. The system was also able to 
cool the room at a rate of 120 W/m3. The results thus 
confirmed that it is entirely plausible to design an en-
tirely passive system, that is, without the use of any 
moving mechanical equipment such as pumps and 
active controls, for both room-cooling and water-
heating. It is thus concluded that a passive night-sky 
radiation cooling/heating system is a viable energy-
saving option and that the theoretical simulation, as 
presented, can be used with confidence as an en-
ergy-saving system design and evaluation tool. 
Keywords: passive cooling and heating, buoyancy-
driven fluid flow, theoretical simulation, experi-
mental verification 
Highlights: 
• Passively driven renewable energy heating and
cooling systems are considered.
• Time-dependent mathematical simulation
model is presented.
• Experimental buoyancy-driven heating and
cooling system built and tested.
• Experimental results demonstrate the applica-
bility of the theoretical simulation model.
• Saving and evaluation design tool.
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Nomenclature 
 
            Symbols            Greek symbols     Subscripts 
𝐴𝐴       area, m2 α absorptivity amb ambient 
𝐶𝐶 coefficient 
𝑐𝑐 specific heat, J/kgK 
𝐷𝐷 diameter, m  
𝐺𝐺 volume flow rate, m3/s 
𝐺𝐺𝐺𝐺 Grashof number  
         𝐺𝐺𝐺𝐺𝐺𝐺∆𝑇𝑇𝑇𝑇𝜌𝜌2𝐿𝐿𝑓𝑓𝑓𝑓𝑓𝑓3/𝜇𝜇 
𝑇𝑇 gravitational constant,  
 9.81 m/s2 
ℎ enthalpy, J/kg 
ℎ heat transfer coefficient,  
 W/m2K 
ℎ height 
𝐼𝐼 solar radiation, W/m2 
𝐿𝐿 length, m 
𝑚𝑚 mass, kg 
?̇?𝑚      mass flow rate, kg/s 
𝑁𝑁𝑁𝑁 Nusselt number, 
        𝑁𝑁𝑁𝑁ℎ𝐿𝐿/𝑘𝑘 
𝑃𝑃 pressure, Pa 
𝑃𝑃𝐺𝐺 Prandt number, 
        𝑃𝑃𝐺𝐺𝑐𝑐𝑤𝑤𝜇𝜇𝑤𝑤/𝑘𝑘𝑤𝑤 
?̇?𝑄 heat transfer rate, W 
𝑅𝑅 thermal resistance,K/W 
𝑅𝑅𝑅𝑅 Reynolds number,   
        𝑅𝑅𝑅𝑅𝜌𝜌𝑅𝑅𝐷𝐷/𝜇𝜇 
𝑡𝑡 time, s 
𝑇𝑇 temperature, °C 
𝑈𝑈 internal energy, J/kg 
𝑉𝑉 volume, m3/L 
𝑅𝑅 velocity, m/s 
α solar azimuth, degrees 
β coefficient of thermal  
      expansion 
∆ difference 
δ declination, degrees  
ε emissivity 
θ angle, °  
µ viscosity, m/kgs 
ρ density, reflectivity 
σ Stefan-Boltzmann constant,  
      5.67x10-8 W/m2K4 
τ shear stress N/m2   
avg    average 
b        bottom 
CON     convector 
cond  conduction 
conv  convection 
cold   cold 
end    end 
f        friction 
fin     fin 
hot    hot 
in      in 
M      manifold 
minor minor losses 
out    out 
P       pipe 
R        radiator 
rad     radiation 
sky     sky 
sol      solar azimuth 
surr    surroundings 
T        tank 
T        top 
w        water 
z         zenith 
 
𝑧𝑧  control volume length   
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1. Introduction 
Air-conditioning is an energy-greedy operation that 
is mostly accomplished by the use of vapour com-
pression refrigeration systems (Okoronkwo et al., 
2014). The conventional energy sources used in 
South Africa cause pollution and lead to an increase 
in environmental air temperatures, which is ascribed 
to the increased emission of greenhouse gas (GHG) 
(Winkler, 2007). South Africa is the highest emitter 
of GHG per person of developing countries. Coal-
fired power stations, which provide 93% of South 
Africa’s electricity needs, are largely responsible for 
the immense emissions, with Sasol’s Secunda plant 
being the largest point source of coal pollution in the 
world (Botha et al., 2013). Internationally it is ac-
cepted that buildings are responsible for 33% of to-
tal energy usage. A building consumes far more en-
ergy during its productive lifespan to meet demands 
for heating, cooling and lighting than the energy de-
manded during its construction (Milford, 2009). De-
creasing the demand of energy required for air-con-
ditioning in buildings is, therefore, part of our quest 
for a more sustainable future. Renewable energy is 
the key to reducing the current dependency on con-
ventional energy sources (fossil fuels) for energy. 
Renewable energy resources make use of the natu-
ral flow of energy through the earth’s ecosystem 
(Winkler, 2005). Night-sky radiation is one of these 
natural energy flow phenomena, whereby energy 
collected by the earth’s surface during the day radi-
ates back into the cold night-sky. Night-sky radiation 
is a sustainable, environmentally friendly natural 
phenomenon that could be used in the air-condi-
tioning of buildings. At night the sky acts as a heat 
sink and all objects emit energy through long-wave 
radiation to the cold sky, causing the objects to cool. 
Incorporating night-sky radiation and other natural 
phenomena such as thermosyphoning, where a fluid 
flows due to a temperature-induced density gradi-
ent, a system may be designed for the passive cool-
ing of buildings. In this way the cooling can be ach-
ieved without the use of pumps and active controls. 
2. Objective 
The aim of this paper is to present the finding of a 
relatively small-scale night-sky radiation system pro-
ject (Joubert, 2014); this will be done by: 
• detailing the design, construction and testing of 
an experimental night-sky radiation system that 
has no electrically operated pumps and control 
devices; 
• showing how such a system may be theoreti-
cally simulated; 
• comparing the theoretical and experimental re-
sults with each other and thereby validating the 
as-developed theoretical model; and 
• establishing the thermal performance character-
istics of this type of energy-saving system. 
3. Literature 
Decreasing the amount of energy consumed by 
buildings is of utmost importance. By tapping into 
nature’s sustainable resources, energy consumption 
from fossil fuel can be significantly reduced. One of 
these sustainable resources is night-sky radiation. 
Night-sky radiation is a natural phenomenon that 
occurs at night. An object will radiate energy to the 
sky, which acts as a heat sink, causing the tempera-
ture of the body to decrease. This thermal radiation 
is also known as long-wave radiation and defined as 
being electromagnetic radiation of wavelengths 8 to 
13 μm and 13.5 to 16 μm (Wang et al., 2008). The 
phenomenon is visibly apparent when dew forms 
on a surface at night. The surface temperature drops 
below the dew point temperature of the surrounding 
air and thereby causes the water vapour in the air to 
condense on the cooled surface. The rate at which 
an object is cooled by radiation is affected by envi-
ronmental conditions such as relative humidity, am-
bient temperature and cloud cover. Consider a nat-
ural circulation thermosyphon-type solar water 
heater, but with two storage tanks, the one tank 
above the panel and the other below it, as shown in 
Figures 1a and 1b (and as further described in detail 
in Section 4). Thermosyphonic flow occurs due to a 
temperature-induced density gradient. Consider, for 
instance, a simple, vertically orientated closed 
looped pipe filled with a working fluid consisting of 
a hot right-hand side and a cold left-hand side. Tem-
perature differences cause a change in density, the 
cold left-hand side of the loop being denser than the 
hot right-hand side. The difference in density causes 
the pressure (ρ𝑇𝑇ℎ𝑐𝑐𝑐𝑐𝑐𝑐𝑐𝑐) on the cold left hand side to 
be greater than that of the pressure on the hot right 
hand side (ρ𝑇𝑇ℎℎ𝑐𝑐𝑜𝑜). This pressure difference will 
cause the working fluid to flow around the loop. 
Systems implementing night-sky radiation and ther-
mosyphoning or just night-sky radiation have been 
investigated over the past three decades. In the stud-
ies water-cooled systems are more popular than the 
air-cooled systems. During such a study Givoni 
(1977) cooled air in a roof cavity via night-sky radi-
ation. The cooled air was pumped into a thermal 
storage unit and was recovered when needed. Con-
trary to cooling air during the night, it is also possible 
to heat water during the day with some adjustments 
to the system. More recent studies are those involv-
ing the cooling of water via night sky radiation (Meir 
et al., 2002). Water is stored either in a solar pond 
or in a storage tank. The solar pond allows the water 
to thermally radiate the heat extracted from the 
building, while a storage tank system circulates wa-
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ter through a radiator which radiates the thermal en-
ergy extracted from the building to the sky. The ra-
diator panel used for radiation is very similar to that 
of conventional solar water-heaters, but without 
their transparent covers. For the design of a night 
sky radiation system, environmental conditions af-
fecting the performance of the system, such as the 
ambient temperature, air relative humidity and 
cloud cover, have a significant effect on the thermal 
performance of the system. 
4. Thermal modelling 
The experimental system that was investigated and 
theoretically modelled is shown in Figure 1. The sys-
tem essentially consists of three subsystems: a night 
cooling cycle (1), a day water heating cycle (2) and 
a day room convector cooling (3), as shown in Fig-
ures 1a and 1b. At night the cooling cycle is active, 
water flows naturally from the cold water storage 
through to the radiation panel where it is cooled 
and, thereafter, flows back to the cold water storage. 
During the day, the heating cycle is active, and the 
stored cold water flows naturally through the con-
vector situated inside the room. The convector ex-
tracts heat from the air in the room causing the wa-
ter to heat and flow back to the cold water storage. 
Another cycle during the day is the water-heating 
cycle in which solar radiation absorbed by the radi-
ation panel during the day heats the water, thereby 
increasing the overall energy-saving potential of the 
system. 
4.1 Radiator panel 
The radiation panel used in this case was a swim-
ming-pool solar water-heater of size 3.0 x 1.25 m = 
3.75 m2. It is similar to a conventional solar water-
heater except for the absence of glazing and fins. 
The radiator consists of numerous small channels as 
depicted by section A-A in Figure 1b. The bottom of 
the radiation panel is insulated with plywood that 
also provides structural stiffness. The radiation panel 
serves as a heat-emitting component at night and as 
a heat absorber during the day. The placement of 
the radiation panel is therefore important to ensure 
that thermosyphoning occurs. The panel should be 
tilted at an angle equal to the latitude of the experi-
 
 
Figure 1a: Experimental set-up of the passive night-sky radiation system. Radiator area  
3.75 m2, cold water tank 150 L, hot water tank 68 L, room 1.2 x 1.2 x 1.3 m.  
Radiator 
Hot water 
tank 
Cold water 
tank 
Expansion 
tank 
Room Control DAQ station 
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iment location, and for cooling it should be horizon-
tal, for better heating cycle performance. It was 
therefore decided to tilt the radiator at only 5° (just 
enough to ensure a downwards flow through the 
panel at night and an upwards flow during the day) 
with an objective to increase the day and night en-
ergy savings. The small tilt of the angle has negligi-
ble effects on the cooling power of the radiator (Meir 
et al., 2002). 
The amount of energy absorbed by the radiation 
panel is given by Equation 1.      ?̇?𝑄𝑎𝑎𝑎𝑎𝑎𝑎𝑐𝑐𝑎𝑎𝑎𝑎 = 𝛼𝛼𝐼𝐼𝐴𝐴  (1) 
where α is the absorptivity of the radiator, I the di-
rect solar radiation and A the aperture area. The ap-
erture area is influenced by the sun’s azimuth angle 
αsol, and the tilt angle θtilt of the radiator. The aper-
ture area is given by Equation 2. 
𝐴𝐴 = 𝐴𝐴 𝑠𝑠𝑠𝑠𝑠𝑠�(90 − 𝛼𝛼𝑎𝑎𝑐𝑐𝑐𝑐) − 𝜃𝜃𝑜𝑜𝑓𝑓𝑐𝑐𝑜𝑜� (2) 
During both the heating and cooling cycles, en-
ergy is either gained or lost to the environment by 
radiation and convection. The heat radiated to the 
cold sky, acting as a heat sink, is a function of the 
sky temperature. A colder sky temperature increases 
the heat transfer rate. The sky temperature can be 
calculated using the ambient air temperature and 
relative humidity (Mills, 2009) as expressed by 
Equation 3.      𝑇𝑇𝑎𝑎𝑠𝑠𝑠𝑠 = (𝜀𝜀𝑎𝑎𝑠𝑠𝑠𝑠(𝑇𝑇𝑎𝑎𝑎𝑎𝑎𝑎 + 273.15)4)0.25 − 273.15  (3) 
where εsky = 0.741 + 0.00162Tdp at night and εsky 
= 0.727 + 0.00160Tdp during the day. With the sky 
temperature known, the heat lost or gained due to 
radiation can be calculated using Equation 4. 
 
?̇?𝑄𝑎𝑎𝑎𝑎𝑐𝑐 = 𝑇𝑇ℎ𝑜𝑜𝑜𝑜− 𝑇𝑇𝑐𝑐𝑜𝑜𝑐𝑐𝑐𝑐𝜀𝜀𝜀𝜀𝜀𝜀(𝑇𝑇ℎ𝑜𝑜𝑜𝑜2+ 𝑇𝑇𝑐𝑐𝑜𝑜𝑐𝑐𝑐𝑐2)(𝑇𝑇ℎ𝑜𝑜𝑜𝑜+ 𝑇𝑇𝑐𝑐𝑜𝑜𝑐𝑐𝑐𝑐) (4) 
The heat lost or gained by convection is given by 
Equation 5. 
 
?̇?𝑄𝑐𝑐𝑐𝑐𝑓𝑓𝑐𝑐 = ℎ𝐴𝐴(𝑇𝑇𝑎𝑎 − 𝑇𝑇𝑎𝑎𝑎𝑎𝑎𝑎) (5) 
where the convection heat transfer coefficient is a 
function of the wind speed vwind and is given by 
(Loveday and Taki, 1996) as expressed by Equation 
6. 
ℎ = 18.6𝑅𝑅𝑤𝑤𝑓𝑓𝑓𝑓𝑐𝑐0.605   (6) 
Figure 1b: Layout of the experimental passive night-sky radiation system, night 
time cooling cycle (1), day-time heating (2) and convector cooling (3) cycles. 
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4.2 Tank and interconnecting pipes 
The tank and interconnecting pipes lose or gain heat 
by convection. The external convection heat trans-
fer coefficients h = Nu k / Dh of the tank and pipes 
are calculated in terms of a Nusselt number Nu. For 
wind speeds greater than zero the Nusselt number is 
calculated (Cengel and Ghajar, 2011) according to 
Equation 7. 
𝑁𝑁𝑁𝑁 = �0.3 + 0.62𝑅𝑅𝑅𝑅0.5𝑃𝑃𝐺𝐺0.331(1 +  (0.4/𝑃𝑃𝐺𝐺)0.66)0.25)� {(1 +  (𝑅𝑅𝑅𝑅/282500)5/8))}45   (7) 
where the Reynolds number 𝑅𝑅𝑅𝑅 = 𝜌𝜌𝑅𝑅𝐷𝐷/𝜇𝜇. When 
there is no wind natural convection is assumed and 
the Nusselt number is calculated by Equation 8. 
𝑁𝑁𝑁𝑁 = {0.6 + 0.387𝑅𝑅𝑎𝑎16
�1 + (0.559/𝑃𝑃𝑎𝑎) 916� 827}2  (8) 
The internal convection heat transfer coefficient 
depends on the cross-section of the component. The 
analysis assumes internal forced convection. The 
Nusselt number is the average of the constant sur-
face temperature and constant heat transfer rate 
conditions. Using values suggested by Cengel and 
Ghajar (2011), the Nusselt number for circular sec-
tions is 4.01. The tank was divided into a number of 
control volumes. Fluid velocity is low and thus de-
stratification in the tank is unlikely since natural flow 
is gravity driven. The variable inlet model, as de-
scribed by Hollands and Lightstone (1989) was 
used, which assumes that the water that enters the 
tank flows either down or up without mixing until it 
finds the temperature level closest to its inlet temper-
ature and then settles or mixes with the water coin-
ciding with its inlet temperature.  
4.3 Natural convector 
The convector removes the energy added to the 
room. The convector is situated in the top section of 
the room at an angle of 5° to allow natural circula-
tion of the water. Air flows through the convector, is 
cooled and finds its way to the bottom, allowing 
new, hotter air to enter the convector. Natural con-
vective circulation in the room is, consequently, ini-
tiated. The inlet side of the convector is the lowest 
point and located at 40 mm below the top section 
of the roof. The convector consists of seven copper 
tubes with aluminium fins attached to the tubes. The 
normal conduction resistance for a cylinder, Rcond = 
ln(ro/ri)/2πLk, is used for the tubes. The convection 
resistances for the water side and air side are calcu-
lated as Rconv = 1/hA, while the fin resistance in-
cludes a fin efficiency η to the equation to get Rfin = 
1/ηhA. It is necessary to calculate convection heat 
transfer coefficients for the water, the base of the 
tube as well as the fins of the convector. Water heat 
transfer coefficient is calculated as described in Sec-
tion 4.2, while the fin heat transfer coefficient is cal-
culated (Mills, 2009) using Equation 9.  
ℎ𝑓𝑓𝑓𝑓𝑓𝑓  =  �1.07∆𝑇𝑇𝐿𝐿𝑓𝑓𝑓𝑓𝑓𝑓 �1/4  for 104  <  𝐺𝐺𝐺𝐺 <  109 (9a) 
ℎ𝑓𝑓𝑓𝑓𝑓𝑓  =  (1.3∆𝑇𝑇)1/3 for 109  <  𝐺𝐺𝐺𝐺 <  1012 (9b) 
where Gr = 𝐺𝐺∆𝑇𝑇𝑇𝑇𝜌𝜌2𝐿𝐿𝑓𝑓𝑓𝑓𝑓𝑓3/𝜇𝜇 , and the coefficient of 
volumetric expansion β, the temperature difference 
between the fin surface and air ∆T and the length 
Lfin of the fin along which natural convection takes 
place. It is assumed that the air acts as an ideal gas, 
which implies that β = 1/T, where T is in Kelvin. 
4.4 Room 
The room is subjected to a solar load causing the 
temperature inside the room to increase. Heat is re-
moved from the air by the cooled water flowing 
through the convector situated inside the room. A 
small portion of the heat is lost to the environment 
and not removed by the convector. 
The solar load is affected by the thermal capacity 
of the room, the solar irradiation, the position of the 
sun and the outside weather conditions. As the po-
sition of the sun changes, the solar load varies due 
to the change in the incident solar radiation aperture 
area of the room. At sunrise, for instance, the west-
ern side has no solar load, but as the day progresses 
this load changes, causing the eastern side to have 
no load, while the western side is subjected to a so-
lar load. The position of the sun has to be known at 
any point in time to calculate the aperture area. The 
position of the sun is affected by the day, time of 
day and location of experiment. The position of the 
sun is described by two angles, namely the solar az- 
imuth, describing the sun’s position measured clock- 
  
N
θz
αsol
Figure 2: Diagram indicating solar zenith (𝜃𝜃𝑧𝑧) and  
azimuth angle (𝛼𝛼𝑠𝑠𝑠𝑠𝑠𝑠). 
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wise from the south, and the zenith, describing the 
angle of incidence on a horizontal surface, as indi-
cated in Figure 2 (Stine and Geyer, 2001). 
The solar heating load can be calculated using 
?̇?𝑄 = 𝛼𝛼𝐼𝐼𝐴𝐴, where I is the direct solar radiation, the 
aperture area 𝐴𝐴 = 𝑊𝑊𝑊𝑊cos𝛼𝛼𝑎𝑎𝑐𝑐𝑐𝑐cos𝜃𝜃𝑧𝑧, and α is the ab-
sorptivity of the sheet metal. The steel is very thin 
and has a high conductivity, so the outside and in-
side temperatures of the galvanised steel sheet are 
assumed to be equal. The room is also subjected to 
convection heat losses on the outside. The convec-
tion heat transfer coefficient is a function of wind-
speed. Loveday and Taki (1996) discussed numer-
ous correlations of wind-speed and heat transfer co-
efficients on building facades. For the specific case 
of this study, the seemingly best correlation for a flat 
surface subjected to varying wind-speeds was found 
to be given by Equation 10. 
 
ℎ = 1.7𝑅𝑅𝑤𝑤𝑓𝑓𝑓𝑓𝑐𝑐 + 5.1 (10)  
5. Transient thermofluid modelling 
The method by which the transient performance of 
a night-sky radiation system, as depicted in Figures 
1a and 1b, may be theoretically simulated is pre-
sented in this section. The system is divided into 
three cycles: the night cycle, the hot water cycle and 
the convector cycle. The physical model represent-
ing the system is then discretised into control vol-
umes as shown in Figure 3 (and Figures 8 and 9). 
The conservation of mass, energy and momentum 
is then applied to each of the control volumes. 
5.1 Night cycle modelling 
Consider the discretised loop shown in Figure 3, 
which consists of a radiator, cold water tank, mani-
fold and pipes. During the night, water circulates 
naturally through the radiator. The radiator ther-
mally radiates energy to the sky and extracts heat 
from the water. The water cools, its density increases 
and under the influence of gravity flows to a lower  
 
Figure 3: Discretized loop for night cycle operation. 
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position and enters the tank. Hotter water from the 
tank is, in return, pushed into the radiation panel to 
complete the cycle. The theoretical model requires 
the application of the conservation of mass, energy 
and momentum to the indicated control volumes. 
5.2 Conservation of mass 
The mass of the control volume for the next time 
step can be calculated by applying the conservation 
of mass. The conservation of mass involves the 
mass flow rate into and out of the control volume. 
With the mass at the next time step the conservation 
of energy can be applied to determine the tempera-
ture of the control volume for the next time step 𝑡𝑡 +
∆𝑡𝑡. Equation 11 shows the application of the gen-
eral statement of conservation of mass to each ith 
control volume shown in Figure 4. 
 
∆𝑎𝑎
∆𝑜𝑜
= ∑?̇?𝑚𝑓𝑓𝑓𝑓 − ∑ ?̇?𝑚𝑐𝑐𝑜𝑜𝑜𝑜 (11) 
Rearranging of Equation 11 gives Equation 12.  
𝑚𝑚𝑜𝑜+∆𝑜𝑜 = 𝑚𝑚𝑜𝑜 + ∆𝑡𝑡(∑?̇?𝑚𝑓𝑓𝑓𝑓 − ∑ ?̇?𝑚𝑐𝑐𝑜𝑜𝑜𝑜) (12)  
where 𝑚𝑚 = 𝜌𝜌𝐴𝐴𝑧𝑧∆𝑧𝑧, 𝐴𝐴𝑧𝑧 = 𝜋𝜋𝑐𝑐24  and ?̇?𝑚 = 𝜌𝜌𝑅𝑅𝐴𝐴𝑧𝑧 = 𝜌𝜌𝐺𝐺 
since 𝑅𝑅 = 𝐺𝐺/𝐴𝐴𝑥𝑥. 
 
Figure 4: Diagram indicating the mass flow through the typical ith control volume of each component. 
5.3 Conservation of energy  
In order to predict the temperature of a control vol-
ume each time step, the conservation of energy 
needs to be applied to the control volume. The con-
servation of energy considers the flow of energy due 
to mass flow, conduction, convection and radiation 
as indicated in Figure 5. With the direction of the 
flow of energy known, a thermal resistance diagram 
of the ith control volumes is drawn as shown in Fig-
ure 6, and includes the convection, conduction and 
radiation modes of heat transfer. 
Applying the general statement of conservation 
of energy to each unique control volume in Figure 
3 and ignoring kinetic and potential energy, Equa-
tion 13 is obtained. 
∆𝑎𝑎𝑚𝑚
∆𝑜𝑜
= ∑?̇?𝑚ℎ𝑓𝑓𝑓𝑓 − ∑ ?̇?𝑚ℎ𝑐𝑐𝑜𝑜𝑜𝑜 + ?̇?𝑄𝑓𝑓𝑓𝑓 − ?̇?𝑄𝑐𝑐𝑜𝑜𝑜𝑜 − 𝑃𝑃∆𝑉𝑉∆𝑜𝑜  (13) 
where enthalpy, ℎ = 𝑁𝑁 + 𝑃𝑃𝑉𝑉, therefore, yielding 
Equation 15. 
∆𝑎𝑎𝑚𝑚
∆𝑜𝑜
= ∑ ?̇?𝑚ℎ𝑓𝑓𝑓𝑓 − ∑ ?̇?𝑚ℎ𝑐𝑐𝑜𝑜𝑜𝑜 + ?̇?𝑄𝑓𝑓𝑓𝑓 − ?̇?𝑄𝑐𝑐𝑜𝑜𝑜𝑜  (14) 
When enthalpy is expressed as ℎ =  𝑐𝑐𝑝𝑝𝑇𝑇, Equation 
15 is produced. 
∆𝑎𝑎𝑐𝑐𝑝𝑝𝑇𝑇
∆𝑜𝑜
= ∑ ?̇?𝑚ℎ𝑓𝑓𝑓𝑓 − ∑ ?̇?𝑚ℎ𝑐𝑐𝑜𝑜𝑜𝑜 + ?̇?𝑄𝑓𝑓𝑓𝑓 − ?̇?𝑄𝑐𝑐𝑜𝑜𝑜𝑜 (15) 
And, with manipulation, Equation 16 is obtained. 
𝑇𝑇𝑜𝑜+∆𝑜𝑜 = 𝑎𝑎𝑐𝑐𝑝𝑝𝑇𝑇𝑜𝑜
�𝑎𝑎𝑐𝑐𝑝𝑝�
𝑜𝑜+∆𝑜𝑜 + �𝑎𝑎𝑐𝑐𝑝𝑝�𝑜𝑜∆𝑜𝑜
�𝑎𝑎𝑐𝑐𝑝𝑝�
𝑜𝑜+∆𝑜𝑜 �∑ ?̇?𝑚ℎ𝑓𝑓𝑓𝑓 − ∑ ?̇?𝑚ℎ𝑐𝑐𝑜𝑜𝑜𝑜 +
?̇?𝑄𝑓𝑓𝑓𝑓 − ?̇?𝑄𝑐𝑐𝑜𝑜𝑜𝑜� (16) 
where 𝑚𝑚𝑜𝑜+∆𝑜𝑜 is given by Equation 12 and cp the spe-
cific heat is essentially constant. 
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Figure 5: Diagram indicating energy flow of the typical ith control volume of each component. 
 
Figure 6: Thermal resistance diagram for the typical ith control volume. 
5.3 Conservation of momentum 
Application of the conservation of momentum to the 
cycle allows the calculation of the volumetric flow 
rate at the next time step. The new volumetric flow-
rate is used to calculate the mass flow-rate of the 
control volumes for the next time step. Gravity is 
only present in the conservation of momentum 
equation and, therefore, the Boussinesq approxi-
mation becomes applicable.  
Applying the general statement of the conservation 
of momentum as in Equation 17 to each control vol-
ume shown in Figure 3, and then dividing by 𝐴𝐴𝑥𝑥 = π𝑑𝑑2/4 and summing around the loop, the pressure 
terms cancel out to yield Equation 18.  
    ∆𝑎𝑎𝑐𝑐
∆𝑜𝑜
= ∑ ?̇?𝑚𝑅𝑅𝑓𝑓𝑓𝑓 − ∑𝑚𝑚𝑅𝑅̇ 𝑐𝑐𝑜𝑜𝑜𝑜 + (𝑃𝑃𝑓𝑓𝑓𝑓 − 𝑃𝑃𝑐𝑐𝑜𝑜𝑜𝑜)𝐴𝐴𝑥𝑥 −   𝑚𝑚𝑇𝑇 − 𝜏𝜏𝐴𝐴𝑧𝑧  (17) 
 
i-1
i
i+1
mhin
mhout
mhout
mhin mhout
i-1 i i+1
Tank and Pipe
Manifold 
Radiation Panel
Qia
Qia
QMa
Qia
Qsolar
mhin
 
Ti
Rconv 
TambTsky
Rrad 
Ti+1
RT,P,M 
Ti-1
Rrad 
Ti
Tamb
Rconv 
Tsky
RR 
RconvW Ti+1Ti-1
TRt
Rrad 
Tsurr
Rconv 
Tamb
Tank, Pipe and Manifold
Radiation Panel
RT,P,M 
RconvW RconvW 
TRto
RR 
RR TRbRR 
RRt 
TI
RRt 
TIo
 
85    Journal of Energy in Southern Africa •  Vol 28 No 1 • February 2017 
 
 
∆
∆𝑜𝑜
∑ 𝑎𝑎𝑚𝑚
𝜀𝜀𝑥𝑥
2 = ∑ 𝑚𝑚𝜀𝜀𝑥𝑥2 (𝜌𝜌𝑓𝑓𝑓𝑓 − 𝜌𝜌𝑐𝑐𝑜𝑜𝑜𝑜) + ∑𝜌𝜌𝑇𝑇𝑠𝑠𝑠𝑠𝑠𝑠(𝜃𝜃) − ∑ 𝜏𝜏𝜀𝜀𝑧𝑧𝜀𝜀𝑥𝑥   
 (18) 
where τ = 𝐶𝐶𝑓𝑓𝜌𝜌𝐺𝐺2/2𝐴𝐴𝑥𝑥2 , 𝐴𝐴𝑧𝑧  =  𝜋𝜋𝑑𝑑∆𝑧𝑧 and 𝜃𝜃 =
−
𝜋𝜋
2
;  𝜋𝜋
2
 if the gravity acting against the flow 𝜃𝜃 is neg-
ative and with the flow 𝜃𝜃 is positive. Dividing by 
∆𝑧𝑧 and in the limit, as ∆𝑧𝑧 and 𝐴𝐴𝑥𝑥 tend to zero and 
integrating around the loop Equation 18 becomes 
Equation 19. 
𝜕𝜕
𝜕𝜕𝑜𝑜
∮ 𝜌𝜌𝑅𝑅𝑧𝑧 = −∮𝜕𝜕𝜕𝜕𝑐𝑐𝑧𝑧2𝜕𝜕𝑧𝑧 − ∮ 𝜕𝜕𝑃𝑃𝜕𝜕𝑧𝑧 − ∮𝜌𝜌𝑇𝑇𝑧𝑧 − ∮ 𝜕𝜕𝜏𝜏𝜕𝜕𝑧𝑧  (19)  
where ∮
𝜕𝜕𝑃𝑃
𝜕𝜕𝑧𝑧
= 0 or explicitly as in Equation 20. 
𝐺𝐺𝑜𝑜+∆𝑜𝑜 = ∑ (𝑚𝑚𝜕𝜕)𝑜𝑜∆𝑧𝑧(𝜕𝜕)𝑜𝑜+∆𝑜𝑜∆𝑧𝑧 + ∆𝑡𝑡 𝑀𝑀+𝐵𝐵−𝐹𝐹∑ 𝜕𝜕𝑜𝑜+∆𝑜𝑜∆𝑧𝑧/𝜀𝜀𝑥𝑥𝑁𝑁𝑇𝑇𝑇𝑇𝑇𝑇1    (20) 
where M, B and F are respectively given by Equa-
tions 21, 22 and 23. 
𝑀𝑀 = ��𝐺𝐺
𝐴𝐴𝑥𝑥
�
2 (𝜌𝜌𝑓𝑓𝑓𝑓 − 𝜌𝜌𝑐𝑐𝑜𝑜𝑜𝑜) (21) 
𝐵𝐵 =  �𝜌𝜌𝑇𝑇𝑠𝑠𝑠𝑠𝑠𝑠(𝜃𝜃) (22) 
𝐹𝐹 = �(𝜏𝜏𝜋𝜋𝐷𝐷(∆𝑧𝑧 + ∆𝑧𝑧𝑎𝑎𝑓𝑓𝑓𝑓𝑐𝑐𝑎𝑎)/𝐴𝐴𝑥𝑥 (23) 
5.4 Day cycle modelling 
The thermal and thermofluid modelling procedure 
as described for the night cycle is equally applicable 
to both the day water-heating and day room-cool-
ing cycles. Discretised representations of these two 
cycles are given in Figures 8 and 9, but for the sake 
of brevity their thermal and thermofluid modelling 
will not be further described, as they are given by 
Joubert (2014). 
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Figure 7: Diagram indicating the forces acting in on the ith control volume. 
Figure 4: Discretised day (water-heating) cycle. 
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Figure 9: Discretised room convector cooling cycle. 
 
5.4 Numerical solution algorithm 
An explicit numerical solution method was used to 
solve for the set of finite difference equations consti-
tuting the thermofluid model. The solution algo-
rithm for the night cooling cycle is given in the sup-
plementary information. 
6. Results 
Data provided by the weather station of the Univer-
sity of Stellenbosch was used in the theoretical sim-
ulation of the system (Stellenbosch-weather, 2014). 
The theoretical and experimental results are com-
pared with each other to establish the validity and 
accuracy of the theoretical model solution. The ex-
periment was carried out over an extended period 
in April 2014. The weather conditions during this 
period varied from clear to cloudy skies, with most 
of the days enjoying sunny summer weather. For 
winter conditions the experiment was carried out 
only on the night cycle, and this experiment took 
place during clear sky conditions in June 2014. 
6.1 Cold water tank 
In Figure 10 the experimental average temperature 
(of five equally spaced measurements) of the cold 
water tank is compared with the theoretically deter-
mined average (of ten control volumes) cold water 
tank temperature. The average temperatures vary 
from a minimum of about 20 °C to a maximum of 
about 35 °C. It is also seen that the theoretical tank 
temperatures tended to lag the experimental tem-
peratures, but other than that correspond reasona-
bly well with each other. On the morning of 10 April 
it is seen that the experimental temperature is not as 
low as the theoretically predicted value, this being 
ascribed to the reduction in radiation from the panel 
to the sky that night due to the presence of cloud 
coverage, which was not take into account in the 
theoretical model.  
The rate of heat removed from the cold water 
tank is given by Equation 24.  
?̇?𝑄  =  𝑚𝑚𝑐𝑐𝑝𝑝 (𝑇𝑇𝑜𝑜+∆𝑜𝑜 − 𝑇𝑇𝑜𝑜)/∆𝑡𝑡 (24) 
where the mass m = ρavgV, ρavg is average density 
water temperature and V is the volume of the cold 
water tank, which in this case was 150 L. Depending 
on the weather conditions the heat removal rates 
from the cold water tank varied between 39 and 
75 W/m2, but on average was 55 W/m2. This aver-
age value corresponds well with the heat removal 
rates of 60 W/m2 reported by Dobson (2005) and 
Okoronkwo et al., (2014). 
6.2 Room 
For comparison a control room was used. The con-
trol room had no cooling. The experimentally deter-
mined temperatures of the control and room are 
shown in Figure 11. The cooling system was able to 
reduce the temperature in the room by between 7 
and 12 °C.  
In Figure 12 the theoretically calculated and ex-
perimentally measured room temperature are com-
pared. It is seen that the daily temperature profiles 
closely follow each other. The rate of heat removed 
from the air in the room by the convector and 
subsequently absorbed by the water in the cold 
water tank varied from 102 to 150 W/m3, but on 
average was 126 W/m3. 
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Figure 10: Comparison between the theoretical and experimental water temperatures in the  
cold water tank. 
Figure 11: Comparison of the experimentally determined room and control temperatures. 
Figure 12: Comparison of the measured room and theoretically calculated temperatures. 
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6.3 Hot water tank 
The theoretically calculated and experimentally 
measured hot-water storage tank temperatures are 
shown in Figure 13. Note that the water heated in 
the panel circulates upwards from the panel to the 
hot water storage tank only during the day, and 
stops circulating at night. At night when the water in 
the panel is cooled and is more dense it now circu-
lates downwards and into the cold water storage 
tank and the warmer water at the top of the cold 
water storage tank is displaced upwards and is, in 
turn, cooled in the panel, and so on. Despite this 
circulatory flow stopping during the day when the 
water in the convector in the room is heated by the 
hot air in the room, its density deceases and it flows 
upwards and into the cold water storage tank. Sub-
sequently denser cold water in the cold water stor-
age tank, in its turn, now flows downwards and back 
into the room convector, and so on. Experimental 
and theoretical temperatures (in Figure 13) com-
pare reasonably with each other. The temperature 
of the water in the hot water storage (of 68 L) in-
creases by about 30 °C to 40 °C and the rate at 
which it is heated varies from about 230 to 448 W. 
On average it is about 96 W/m2 of panel area. 
6.4 Winter weather conditions 
During typical (but relatively cloudless) winter 
weather conditions the temperature of the water in 
the cold water tank is compared with the ambient 
temperature in Figure 14. Although the water is only 
cooled to within 5 °C of the now cold ambient tem-
peratures, it was cooled at a rate of 56.6 and 
55.8 W/m2 of panel area, for the two days. These 
values, however, also correspond to the summer 
panel cooling rates of on average also about 55 
W/m2 of panel area. 
6.5 Numerical procedural stability 
The sensitivity of the size of the control volumes and 
size of the time steps used in the numerical solution 
procedure were considered. With a time step of 0.1, 
it is shown by way of Figure 15 that decreasing the 
time step further does not significantly influence the 
tank (for 119 control volume in the tank). Figure 16 
shows the effect of keeping the time step at 0.1 s but 
varying the number of tank control volumes from 62 
to 182. It is seen that increasing the number of con-
trol volumes to a value greater than 118 does not 
significantly influence the final tank temperature. It 
is, therefore, concluded that in the numerical solu-
tion a reasonable number of control volumes were 
used and that the length of the time step used was 
also reasonable.  
7. Discussion and conclusions 
The design, construction, experimental testing and 
theoretical modelling of a night-sky radiation sys-
tem, comprising of night cooling of water and day 
time cooling of a room and heating of water, was 
successful undertaken. The theoretically determined 
temperatures of the cold water tank, hot water tank 
and room were graphically compared with the ex-
perimentally measured values. The theoretical 
model used data supplied by the weather station of 
the University of Stellenbosch, situated close to the 
experiment location. The theoretical model results 
compared reasonably well with the experimental re-
sults. From a numerical solution procedure point of 
view, it was also shown that reasonably sized control 
volumes and time step length were indeed used; this 
is shown by way of Figures 15 and 16. The theoret-
ical model of the night-time cooling of the water in 
the cold water-storage tank by the radiating panel 
yielded results that predict the performance of the
 
Figure 13: Comparison of the experimentally measured and theoretically calculated hot water storage 
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Figure 14: Comparison of the experimentally measured ambient and cold water tank temperatures as 
a function of time. 
 
Figure 15: Comparison of the tank temperature as a function of time for each of three time step sizes. 
 
Figure 16: Comparison of the tank temperature as a function of time of the base case, extra and fewer 
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system favourably well and this is confirmed by way 
of Figures 10 to 12. During the night the system was 
able to radiate energy to the cold sky at a rate of 55 
W/m2 of radiating panel. Any cold tank temperature 
deviations from the experimental results were as-
cribed to cloud coverage during the night, which 
was not taken into account by the theoretical model. 
For the as-sized experimental set-up, during the 
day, the the air in the room was cooled by the water 
circulating through the convector at a rate of 
between between 102 to 150 W/m3, but on average 
was 126 W/m3 of the room volume. The theoretical 
model was able to emulate the experimentally 
measured values as illustrated in Figure 12. Also 
during the day, the water in the hot water-storage 
tank was heated at a rate of 96 W/m2 of panel area. 
Based on the foregoing discussion, it is seen that it 
is entirely plausible to design and operate a passive 
system, that is, without the use of any moving me-
chanical equipment such as pumps and active con-
trols, for water-cooling during the night and room-
cooling during the day, as well as for water-heating 
during the day. It is thus concluded that such a pas-
sive cooling/heating system (as illustrated schemati-
cally by way of figure 3b) is an entirely viable en-
ergy-saving option, and also that the theoretical 
simulation model, as formulated, can be used with 
confidence as an energy saving system design and 
evaluation tool. 
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